REDBACK® A Safe and Superior Alternative to Steel Banding

LOAD RESTRAINT SYSTEMS

TRT6 up to
3/4” Regular
Duty Tensioner

Redback Composite Cord Strapping, 8” ID Core

Item Width Length (FT) Linear B/S System B/S Coil/Ctn Ctn/PLT
RBCAOKF 172" 3150 660 1055 2 45 A a0
RBC50KF 5/8” 2300 935 1500 2 45 Duty Tensioner
RBC55F 5/8” 1969 1210 1935 2 45
RBC60F 3/4” 1969 1050 1830 2 45
RBC65F 3/4” 1640 1375 2200 2 45 TM375
1” to 1 1/2” Heavy
RBC69F 3/4 1640 1740 2800 2 30 Duty Tensioner
RBC85KF 17 1312 1730 3150 2 45
RBC86KF 1” 1312 2040 3520 2 45
RBC89F 1” 1300 2975 4600 2 45
RBC105KF 11/4” 820 3300 5280 2 45
RBC105AAR 1 1/4” 820 3300 5280 2 45

Strapping Buckles FEATURES & BENEFITS
* Maximum impact resistance

Item Width Gauge Type Qty/Ctn Ctn/PLT « Minimal lash-back when cut
BG1333  1/2’ 130  Galv. 1000 120 « High joint strength
BG1635 5/8" | .138  Galv. | 1000 72 * Maintains tension over time
* Will not rust or damage goods
BN1638 5/8"-3/4” 150 Black Galv. 1000 72 . Soft on hands and your |oad
BG1943 34" 172 | Galv. 1000 48 * Easy to handle and dispose
BN1943  3/4" 172 Black Galv. 1000 48 * Low tool cost
* Low tool maintenance
BG2550 | 1 196 | Galv. 500 48 « 1/4 the weight of steel
BG2560 1”7 238  Galv. 500 48 * UV Resistant
* Economical
BG3270 11/4” 275  Galv. 250 48
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REDBACK’

LOAD RESTRAINT SYSTEMS

T™ZT
Manual Leverage
Tensioner
= ” ﬂd____\'
Redback Woven Cord Strapping, 3” ID Core (Except RL105, RL106 & CW125) g
ltem Width Length (FT) = Linear B/S System B/S Coil/Ctn = Ctn/PLT TRT6 up to
3/4” Regular
CW40 1/2” 3900 650 n/a 4 27 Duty Tensioner
CW50 5/8” 3000 770 n/a 4 27
CW60 3/4” 2100 900 n/a 4 27
CW5515 5/8” 2000 1500 2300 2 54 TM325 up to
CWe518 314" 1640 1830 2560 2 54 3/4" Heavy
Duty Tensioner
CW7525 3/4” 1640 2425 3200 2 54
CW7528 3/4” 1312 2800 3400 2 54
CW8630 17 984 3000 4500 2 54
CW105 11/4” 1080 3300 5500 2 54
CW105AAR | 1 1/4” 1080 3300 5500 2 54
RL105 11/ 410 4400 5600 4 48 -
RL106 11/4” 410 5100 6400 4 48 17 to 11/2" Heavy
CW125AAR  11/2” 508 5400 8100 % 72 Duty Tensioner
Strapping Buckles FEATURES & BENEFITS
. * Maximum impact resistance
It Width G T Qty/Ctn Ctn/PLT ax
em ' auge ype y/Ctn Ctn/ * Minimal lash-back when cut
BF1333 1/2” .130 Phosphated 1000 120 . H|gh joint Strength
BN1638 5/8” = .150  Black Galv. 1000 72 * Maintains tension over time

* Will not rust or damage goods

BF1940 3/4” 160 Phosphated 1000 48 « Soft on hands and your load
BF1940C 3/4” @ .172 Phosphated 1000 48 * Easy to handle and dispose T8301
BF2550 1° 196 Phosphated 500 48 * Low tool cost

* Low tool maintenance
BF2560 1” .238  Phosphated 500 48 * 1/4 the weight of steel
BF3260 11/4” .238 Phosphated 250 48 * UV Resistant
BF3270C 11/4” 275 Phosphated 250 48 * Economical
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